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1.	 Insert module clamps (19)

2.	 Tighten

3.11 Middle clamp

Tighten with a torque of 8 Nm. 

Torque wrench
Allen key torque ratchet wrench
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Hang the wind deflectors (12) in the provided openings and fix them with screws.  
Without the optional side reflectors, only fix the wind deflectors (12) with the screws.
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3.12 Wind deflector

1 Sheet metal screw

2 Cylinder head screw M6x16

6 Nm

6 Nm
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To be put only on the top cover after the cables have been passed through!

3.13 Top rail cover

1. 	 Lock rail cover
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3.6 Eyecatcher layout

Place the Eyecatcher Solarfix according to your layout.

Rail spacing = Module length

Rail spacing = Module length

Rail spacing = Module length

15° - Placement of the Eyecatcher bracket  
		   next to the rear support

10° - Placement of the Eyecatcher bracket  
		   in the center of the rear support
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Fix the Eyecatcher Solarfix onto the roof according to the additional Eyecatcher  
installation manual (wooden roof, steel roof, concrete roof, non fixed).  
Shorten the fixation rail to fix it on the eyecatcher.

10° 15°

Now fix the fixation rail onto the eyecatcher with 20 Nm.

Place the Eyecatcher fixtion rail according to your layout and extend fixation rail until it fits.  
Then click it into the rail and fix it with 20 Nm.


